Ferrell-Ross 2-Hi 10 X 42
Cracking Mill
(vibratory feeder shown)

When greater size reduction is required a Ferrell-Ross Cracking or Grinding Mill may be the
solution. The Ferrell-Ross Single Hi Cracking Mills are ideal when the finished product needs to be
of a coarse nature. For a finer particle reduction, such as 700 micron corn or soybean processing
for oilseed production, the Ferrell-Ross 2 Hi Grinding Mill is the ideal choice.

Features:

@ chilled castiron rolls
@ roll corrugations cut to customer specifications

@ double row spherical roller bearings and
tapered adapter nuts

@ choice of heavy-duty differential drives to suit
your application

@ enclosed guard
@ split style housing

large heavy-duty springs with lever-style cam
roll adjustment

optional micro hand wheel provides fine gap
adjustment

vibratory or roll feeder

main V-belt drive and motor stand with left or
right drive option

convenient central grease package

optional hydraulic roll open & close package
available

Ferrell-Ross
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10 X'12 THRU 12 X 52 FERRELL-ROSS INDUSTRIAL MILLS

Aspiration port. 2 plcs
rear panels 50 cfm

(1.42 cmm) per port B
C
A
*DIMENSIONS MAY VARY DEPENDING
ON MOTOR HP REQUIRED
b *DIMENSIONS SHOWN INCLUDE THE
FERRELL-ROSS ROLL FEEDER
A B C D E
TWO HI EXTREME EXTREME | INLET BASE EXTREME LENGTH
WIDTH HEIGHT HEIGHT | LENGTH INCLUDING MOTOR
10X 12 45.60 65.34 62.75 29.50 82.28*
10X 18 51.60 65.34 62.75 29.50 82.28*
10X 24 57.60 65.34 62.75 29.50 82.28*
10 X 30 63.60 65.34 62.75 29.50 82.28*
10 X 36 69.60 65.34 62.75 29.50 82.28*
10 X 42 75.60 65.34 62.75 29.50 82.28*
12 X 36 70.61 74.42 72 33.50 92.93*
12 X 52 86.61 74.42 72 33.50 92.93*
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